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MASTER CONTROLLER & DRONE

SYSTEM OVERVIEW

The KX range of dust extraction equipment is the most
recent addition to our product range and we believe will
set the standard by which all other systems are judged.
Utilising the very latest in Micro-Processor technology,
the KX7400-V3 Series Master Controller offers a unique
range of features which not only offer greater
reliability, but also, unparalleled ease of use, and a high
level os system flexibility and tamper-proof system
operation.

The KX range is aimed primarily at airflow dampered dust
extraction systems and is designed to address the specific
needs of these types of systems .

The KX7400-V3 Master Controller itself, takes care of
all aspects of system control. Using just five push buttons
and the high resolution LCD Display, all aspects of
system operation can be easily set up for optimal
system performance. A tamper-proof version
of the Master Controller is available.

Circuit Control Technology
48 Boston Road
Gorse Hill Industrial Estate
Beaumont Leys, Leicester, LE4 1AA
Tel: +44 (0) 116 2998000
Fax: +44 (0) 116 2998001
e-mail: sales@dustfiltercontrols.co.uk
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Features

ADVANCED MICRO-PROCESSOR
CONTROL.

[ | Operating at over a million instructions per second
the onboard micro-processor provides ease of use
and a level of control which was virtually impossible

with old plc or Cmos systems.

MODULAR SYSTEM DESIGN

[ The KX range is totally modular and allows the
Construction of Large or small scale systems simply
by installing additional KX series drone units. Its
high speed serial bus system allows the controller to
be installed in any convenient location and remotely
from the slave units.

ONBOARD EPROM MEMORY

[ | Ensures system settings are retained during power
failure or disconnection of the Master Controller

EASY TO USE 5 BUTTON
CONTROL

B MODE UP:

B MODE DOWN:
Il START/STOP:
B UP:

I} DOWN:

Move forward through options
Move backwards through options
Run or halt the system

Increases values selected by mode
Decreases values selected by mode

HIGH RESOLUTION LCD

DISPLAY

B Easily view and adjust system setup.
|
| |

Displays pressure readings in real time.

Monitor system status

REAL TIME SYSTEM
MONITORING

Whilst the system is running, Differential Pressure and
system status can be monitored in real time, this
includes system errors which will be displayed on the
LCD screen and activate an audible warning.
(DP sensor and extrenal sounder optional)

SPECIALLY ENCODED
SERIAL BUS

The high speed serial bus to the drone
units is specially encoded to ensure optimal
performance and glitch free operation.

DAMPER HANDLING

A special DAMPERS setting on the Master Controller
allows the use of spring return or power return

dampers. Damper operation is then handled by the
controller.

For installations not requiring dampers, this option

may be turned off.

BUILT-IN OUTPUT AMPLIFIERS
AND POWER SUPPLY

The unit has it's own internal power supply.

Power output to solenoid valves is provided directly
from the controller using the internal power
amplifiers .
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Features - contd.

HIGH/LOW PRESSURE ALARMS

The KX7400-V3 has two relay outputs. These are
activated when the differential pressure in the
system reaches the user defined settings for
a high alarm or low alarm situation.

The relay outputs may be used to trigger any amount
of external events and allow the system malfunction
to be handled immediately and effectively. The dual
relay system means that high and low pressure events
may be handled differently and trigger a separate chain
of events to warn of, and handle the situation.

The units LCD display will carry a warning message
if high or low pressure alarm levels are reached.

SEPARATE CLEANING CYCLE
FOR SYSTEM FAN STOP

A separately programmabile cleaning cycle is provided
for optimum filter performance. This operates whilst
the main system fan is not running and can be set to
operate for a set number of cycles. It can also be
disabled by setting the number of cycles to 0.

(Not available in Remote Control Mode)

4-20 MILLIAMP OUTPUT

The unit features a 4-20mA output which may be
used to send pressure information to other
devices or system controllers. This feature
enables the KX7400-V3 to communicate with
any device that will accept this type of input and
allow integration into virtually any application.

REMOTE CONTROL

| The KX7400-V3 has the facility for remote start/stop
of the cleaning cycles.

| When the controller is programmed in remote
control mode (see sheet 8), it can be remotely
started or stopped via the DPDIG and 5V terminals.
Differential pressure control set points will be
ignored in remote control mode as well as the
separate cleaning cycle for System Fan Stop.

| The unit is arranged so that pulsing will start as
soon as a closed circuit is established across
DPDIG and 5V.

[ | If the controller is in DP sensor mode the remote
start/stop facility still functions in conjuction with
the Differential Pressure Set Points. DPDIG and
5V connection should be established for DP sensor
mode to work normally.
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Technical Specifications KX7400-G10-V3

Part Number KX7400-G10-V3.
24VDC % 10%.

F3 Axial 2 Amp (T) Time Lag.

5-Way 1.5mm 16 Amp side entry insulated terminal block which is
marked: AC (power), 230, 115, Neut.

In the event of mains failure, the unit will operate to specification
as soon as the voltage level comes within the above limits.

24V DC, regulation as input.

36W continuous, 44W pulsed into solenoid valves.

12 way 1.5mm 16 Amp side entry insulated terminal block which is
marked: Bus Connector

2 Amp Axial (T) Time Lag fuse fitted on the board will cut off the supply
to the outputs without damaging the board if a short circuit occurs
(FUSE2).

A2way 1.5mm 16 Amp side entry insulated terminal block
marked: + -24VDCOUT

The unit is arranged so that it will always start at output 1.

0-700mmWG.

Solid state microprocessor components mounted onto a double
sided glass fibre P.C.B. with component mask.

1-60 (or 200) LED’s will flash as each output is energised in sequence.

0 to +45 deg.C.

-10 to +60 deg.C.




Technical Specifications KX7400-G10-V3 - contd.

Not greater than BEAMA Group 2.

Standard P.C.B’s can be supplied with their surfaces coated with a layer of
Parylene C, a material that is to MOD standard 59-47/4, and MIL-1-460C.
This treatment reduces the risk of damage through moisture.

Each P.C.B will be marked with it’s own serial number together with it’s
KX part number.

Hinge opening Polycarbonate box with clear LCD window.
Lower panel with 2 retaining screws houses terminals.
Size 250 x 160 x 90mm. Part number KX7400-V3

A polycarbonate box with clear lid, PCB plate mounted, with pilot
solenoid valves fitted into side wall, coils inside wired to PCB.

Size: 250 x 160 x 90mm. Part number ([specify between 1 -18] W)
KX7403-RJ-E3-SE.

Dust and weatherproof to the International
Protection Standard IP65.

Order as a KX7400-G10-V3 Micro-Pro-Sequencer with
a— qty of drones with or without DP sensors.

CCT reserve the right to change product design and
specifications at any time and without prior notification.
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Technical Specifications KX7400-G15-V3

Part Number KX7400-G15-V3.

110 - 240 V +10% -15% @ 50/60HZ.

Fuse2: 2Amp 110 VHBC 20mm Fuse 3: 1 Amp 240 VHBC 20mm .
Fuse 1: 2 Amp 24 V (T) Time Lag.

5-Way 1.5mm 16 Amp side entry insulated terminal block which is
marked: AC (power), 240, 110, Neut.

In the event of mains failure, the unit will operate to specification
as soon as the voltage level comes within the above limits.

24V DC, regulated.

36W continuous, 44W pulsed into solenoid valves.

12 way 1.5mm 16 Amp side entry insulated terminal block which is
marked: Bus Connector

2 Amp & 1 Amp HBC 20mm fuses fitted on the board will cut off the
supply to the outputs without damaging the board if a short circuit occurs
(FUSE2, FUSE3).

A2way 1.5mm 16 Amp side entry insulated terminal block
marked: + -24VDCOUT

The unit is arranged so that it will always start at output 1.
0-700mmWG.

Solid state microprocessor components mounted onto a double
sided glass fibre P.C.B. with component mask.

1-60 (or 200) LED’s will flash as each output is energised in sequence.

0 to +45 deg.C.

-10 to +60 deg.C.




Technical Specifications KX7400-G15-V3 - contd.

Not greater than BEAMA Group 2.

Standard P.C.B’s can be supplied with their surfaces coated with a layer of
Parylene C, a material that is to MOD standard 59-47/4, and MIL-1-460C.
This treatment reduces the risk of damage through moisture.

Each P.C.B will be marked with it’s own serial number together with it’s
KX part number.

Hinge opening Polycarbonate box with clear LCD window.
Lower panel with 2 retaining screws houses terminals.
Size 250 x 160 x 90mm. Part number KX7400-V3

A polycarbonate box with clear lid, PCB plate mounted, with pilot
solenoid valves fitted into side wall, coils inside wired to PCB.

Size: 250 x 160 x 90mm. Part number ([specify between 1 -18] W)
KX7403-RJ-E3-SE.

Dust and weatherproof to the International
Protection Standard IP65.

Order as a KX7400-G15-V3 Micro-Pro-Sequencer with
a— qty of drones with or without DP sensors.

CCT reserve the right to change product design and
specifications at any time and without prior notification.
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Programmable features

The following is a flow chart of the programmable settings available on the KX7400-V3 Master
Controller. The options available in each mode are explained in an easy to follow format.

MODE 1

MODE 6

Main Cycle Duration
Sets solenoid valve firing time
in .02 sec steps

DP Sensor

Select between analog DP sensor, Digital pressure switch
or override, (runs system continuously)

Access via Admin Mode only

.02 to 5.00 seconds

| T~

ON REMOTE BYPASSED
CONTROL
SELECTANALOG RUN SYSTEM
DP SENSOR Uy BIeAL CONTINUOUSLY
MODE 2
Main Cycle Interval
Sets time period between solenoid valves MODE 7
firing in steps of 1 sec

Pressure Max
Sets high Diff Pressure point at which
Cleaning will be activated

1to 700 mm WG

1 to 600 seconds

MODE 3
Main Cycle Valves on

Sets the total number of solenoid valves
to be run by the controller

MODE 8
Pressure Min

Access via Admin Mode only

Sets low Diff Pressure point at which
Cleaning will be stopped

1 to 200 (max 180 with dampers or 200 without)

1to 700 mm WG

MODE 4
Dampers
Controls damper handling by the system
MODES CONTINUE
Access via Admin Mode only ON PAGE 9
POWER SPRING NO
RETURN RETURN DAMPERS
System using power System using spring System doesn’t
return dampers return dampers use dampers
-
' QRCUIT
MODE 5 CONTROL

Drone Config

Tells the Master Controller how many
Solenoids are connected to a Drone

Access via Admin Mode only

1 to 20 (max 18 with dampers or 20 without)

——
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Programmable features - contd.

MODE 9
Set Hi Alm

Sets pressure at which high warning and
high alarm relay are activated

1-700 mm WG
IMPORTANT NOTES
MODE 10 The total number of valves on the drones fired
Set Lo Alm in sequence is governed by the number to be
Sets pressure at which low warning and ran by the con.troller. For example, if each drone
low alarm relay are activated had 10 solenoid valves and there were 4 drones
(giving a total of 40 solenoid valves), but only 38
| valves is set to run by the controller; drones 1-3
will fire all 10 of its valves (30) and the last drone
1-700 mm WG in sequence will fire the remaining 8 valves.
This will be the case for any number of valves to
be fired.
MODE 11
Fan Rundown Cycle
Num Cycles

Sets number of cleaning cycles to be
performed when main fan shuts off

0-15 cycles
TECHNICAL SUPPORT
Tel: +44 (0) 116 2998000
MODE 12 Fax: +44 (0) 116 2998001
Fan Rundown Cycle
Interval

Sets time period between solenoid valves firing
during the fan stop cycle in steps of 1 sec

1 to 600 seconds
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G10-V3 Wiring Diagram - With Dampers

DAMPER
pOVER supPLy |~ 0V | POWER SUPPLY/MASTER PROCESSOR __N_.H Na ALARM 1 1/1
24Vdc bavDC 1oV ASSEMBLY c LoV DP DRONE UP | DN _.M
KX74PS-G10 KX7400-G10 N/C UNIT
—1sv — 1 [=]
COMMIN 5Vec SUPPLY FIR FACLLITIES umE,T_HI, _ N/O ]
- DP RL2 ] ALARM 2 |
REMITE - START/STOP PULSING DlG \_\| ol — Kx7403  |=
TO FAN CONTACTOR AUX CONTACT N/C FAN el |9 _
- RUN DOWN FACILITY N - 1] (/18]
] sv L 74 —
_ i ! - 117[X
sPARE—— FLO op o [or] 17
ov ov | ] v
SPARE——| AIR wr ] ( = | s | E._ 18
4-20 — p SOLENDID VALVES NOT SHOWN ! | SOLENOID
4-20MA SIGNAL DUTPUT .ﬁH| MA DAM | TO BE CONNECTED SIMILARLY _ VALVES
oV £ |ov |2av|sen| [com L W 1/3]X
\7! — 24v W 172X
— ov 1|
- SCRN PSERNGTT W 11X
SCRN | SCRN L
r - I p —{ ov DAMPER
VALY ; L \ \ S
m_ _m ! ’ _m —{SER uP | DN
i [ R i
— / / k=l
I 19
( oy DRONE —
W x W W — UNIT o] I
a _|_|_a \ \ —{ov 2 — e/l
DRONE 7 |
UNIT DRONE KX7403 | 217X
10 UNITS e ]
- 2/16|X
KX7403 \\ﬂ 3 to 10 (max> . \\ﬂ = ._ 18
c ~ o o / / SOLENDID VALVES NOT SHOWN | | SOLENOID
s]-[s]u]s]o] = _[8]2]5]s]8]=]8]=]E]5] § § L T0 BE CONNECTED SIMILARLY | [\/ALVES
4 \ CONNECT SIMILAR TO \ y _
e UNIT 2 = 2/3]%
9= ; SET DIL SWITCHES IN / Rl
9a ACCORDANCE WITH DRAWINGS L2 | 272X
= se m \ KX740320 & KX740311 \ =
N N
2 3z 2 MAXIMUM OF 180 VALVES = [211]X
ald / WITH DAMPERS ! =
N m & \ IN SEQUENCE \ CIRCUIT CONTROL TECHNOLOGY
= o) Y 2 Z - 48 BOSTON ROAD
3 E ae s S PN ontro)  GORSE HILL INDUSTRIAL ESTATE,
oK S~ = Ng TigHNoLgky  BEAUMONT LEYS, LEICESTER. LE4 1AA|
) | A Tel: 44 (0) 116 2998000 Fax: +44 (0) 116 2998001 !ssue Description Date
T Part No: Drwn.| LOF 04.07.12 | R o T oL ooy & A
18 A KX7400-G10-V3 SYSTEM WITH DAMPERS[chi. /7 | & SR i e e
SOLENOID Appd 77| Mo It wAS INTENGED, wHoUT
<>_l<mw . THEIR WRITTEN PERMISSION.
Title: 14 DRONES - 24Vdc-24Vdc CADFile: _ KX7400-G10-V3\WD00140A| Plot Date: 04.07.12
MICROPRO REV JET SYSTEM Dwg. No. Rev.
WIRING DIAGRAM Sheet 33<<UOO\_ N_.O|O‘_ O|<u A
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G10-V3 Wiring Diagram - Without Dampers

pOVER supPLy |~ 0V | POWER SUPPLY/MASTER PROCESSOR __N_.H N ALARM 1
24Vdc ASSEMBLY cC DRONE
24VDC 110V ]
KX74PS-G10 Kx7400-Glo T [ ¢ LOw P UNIT |
COMMON S5Vdc SUPPLY FOR FACILITIES umE<|_HI,| SV _ N/0 1 m [1720%
- DP RL2 ] ALARM 2 (9|
REMITE - START/STOP PULSING DIG \_\| S — T KX7403 w Ix
TO FAN CONTACTOR AUX CONTACT N/C FAN N/C —
- RUN DOWN FACILITY N - | [1/18]X
i ) o X
v S T
SPARE——| FLO | OP | e K -
ov o il e |
SPARE—— AIR SR | ( SER =l _ 20
4-20 — p SOLENDOID VALVES NOT SHOWN SOLENOID
4-20MA SIGNAL DUTPUT |_H| MA DAM | TO BE CONNECTED SIMILARLY _ VALVES
H ov E [ov |24v|scn| [com tH = | 1/3]X
~ X
\7! — 24v W 172X
= — 11— ov 1 | o
_ sy PRTTTD — o] (11
.mmm.z.q\ | SCRN L
/ —~ ov
\h , . A JC —
m_ __ ! ! _m _——1SER
Y, \ \ v £l B
— 7 i R
—_— 19 AV
| | ( Lo DRONE = 2/19[X
3|y 523 FYOUNIT B
& 3 \ —{ov 2 — e/l
DRONE 7 |
UNIT DRONE KX7403 [+ 2N7X
10 UNITS e ]
- 2/16|X
KX7403 \\ﬂ 3 to 10 (max> . \\ﬂ i ._ 20
; ~ > / SOLENOID VALVES NOT SHOWN SOLENOID
s]-[s]u]s]o] = _[8]2]5]s]8]=]5]=]8]5] § § | T0 BE CONNECTED SIMILARLY | | \/ALVES
4 \ CONNECT SIMILAR TO \ y _
e UNIT 2 = 2/3|X
9= ; SET DIL SWITCHES IN | -
9a ACCORDANCE WITH DRAWINGS L2 221X
T Sk m = \ KX740320 & KX740311 \ [ c2 |
N N 1
2 3z 2 2 MAXIMUM OF 200 VALVES o [211]X
a3 / IN SEQUENCE /
N \ \ CIRCUIT CONTROL TECHNOLOGY
= ol Y = £ ] 48 BOSTON ROAD
3 E ge s 3 3 % GORSE HILL INDUSTRIAL ESTATE,
3 . Bk =3 = TheHNoLoky  BEAUMONT LEYS, LEICESTER. LE4 1AA
) | Tel: 44 (0) 116 2998000 Fax: +44 (0) 116 2998001 !ssue coue_Eﬂ__M S Snaﬁqw..a
_ Part No: Drwn.| LOF 04.07.12 | CRCUIT CONTROL_TECHNOLOGY & MAY
w_”__.mwn:u KX7400-G10-V3 SYSTEM WITHOUT DAMPERS[ chka. VAR 8 o s e
Appd. VAL il
VALVES " "
Title: 14 DRONES - 24Vdc-24Vdc CADFile: _ KX7400-G10-V3\WD00150A| Plot Date: 04.07.12
MICROPRO REV JET SYSTEM Dwg. No. Rev.
WIRING DIAGRAM Sheet 33<<UOO\_ @O|O\_ O|<u A
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G15-V3 Wiring Diagram - With Dampers

DAMPER
POWER SUPPLY | -N ov | POWER SUPPLY/MASTER PROCESSOR [, M 1/1
110/240Vac 50/60Hz RL1 ALARM 1
(SELECT FIR CORRECT VOLTAGE ave1110V ASSEMBLY KX7400-G15 \_\ ¢ LOW DP DRONE UP | DN _|M
BY CONNECTING LINE [L7] - - -
WVIRE INTO APPROPRIATELY L hmssﬁT 240V KX74PS-G15 N/C UNIT | _
MARKED TERMINAL) . 1 20
N/O ee]
—sv el =l
COMMIN 5Vec SUPPLY FIR FACLLITIES umEf_HI, _ RL2 [ ALARM 2 KX7403 S
REMITE - START/STOP PULSING D 1 | HIGH DP DAL Tw
N/C o] T
TO FAN CONTACTOR AUX CONTACT N/C FAN A T | [1/18]%
- RUN DOWN FACILITY DP+ H - x4l e
S oP- —4 o P o] v17iX
SPARE——{ FLO v v = (116X
N p 6
SER SER — 18
SPARE AIR Dl p | SOLENOID VALVES NOT SHOWN _ | SOLENOID
e DM TO BE CONNECTED SIMILARLY VALVES
4-20MA SIGNAL OUTPUT |_H| MA ol 5
U ov ov [24v|son| B a V31X
_ € 24v ~ 12]X
— ov 1 |
- SCRN J-———- | X
sy T 4 > @ sy
SCRN SCRN
ﬁ--l..q\ \ ) ~ ov DAMPER
I , ) A S C — a/1
Ty ! . § _——1SER
T ] UP | DN _um
U Y o ——— _
— [ / 2]
I 19
| | ( oy DRONE —
> & 2 = UNIT -
a b \ \ —{ov 2 — e/l
DRONE 7 |
UNIT DRONE \ KX7403 [ 217X
10 UNITS il [2716}%
KX7403 ', 3 to 10 (max) . I, =3 _ 18
: = / / SOLENOID VALVES NOT SHOWN SOLENOID
s]-[s]u]s]o] = _[8]2]5]s]8]=]8]=]E]5] § § L T0 BE CONNECTED SIMILARLY | [\/ALVES
a4d
Iz CONNECT SIMILAR TO 51 _
e UNIT 2 = 2/3]%
9= ; SET DIL SWITCHES IN / Rl
9a ACCORDANCE WITH DRAWINGS | 2| 272X
= se m \ KX740320 & KX740311 \ =
S N 1
2 3z 2 MAXIMUM OF 180 VALVES o [211]X
ald / WITH DAMPERS ! =
2 ol o IN SEQUENCE CIRCUIT CONTROL TECHNOLOGY
= ﬂ oo S 2 S|l lmecom\ 48 BOSTON ROAD.
3 s 8= 18 3 N ontro)  GORSE HILL INDUSTRIAL ESTATE,
X S o m g TiguNOLOEY  BEAUMONT LEYS, LEICESTER. LE4 1AA
) | Tel: 44 (0) 116 2998000 Fax: +44 (0) 116 2998001 !ssue Description Date
_ o Part_No: Orwn.| LOF 04.07.12 | T3 T CONTROL TECHNOLOGY & WAY
18 KX7400 —G15-V3 SYSTEM WITH DAMPERS chka. VAR 8 o s e
SOLENOID Appd, VAL il
VALVES Title: 14 DRONES - 240/110Vac - 24Vdc CADFile:  KX7400615-V3\WD00160A| Plot Date: 04.07.12
MICROPRO REV JET SYSTEM Dwg. No. Rev.
WIRING DIAGRAM Sheet 403<<UOO\_ ®O|O\_ @|<u A
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G15-V3 Wiring Diagram - Without Dampers

POWER SUPPLY | -N ov | POWER SUPPLY/MASTER PROCESSOR [ M2
110/240Vac 50/60Hz ASSEMBLY C ALARM 1
L aives 1oV kx7400-G1s 1 —  [lowoe DRONE
WIRE INTH APPRIPRIATELY | = Ve 240V KX74PS-G1S N/C UNIT ] _
MARKED TERMINAL) — 1 2 o
N/0 = [1/20%
COMNON SVoc SUPPLY FIR FACILITIES __m_.g.T_HI, SV RL2 — ALARM 2 —
c b v
REMOTE - START/STLP PULSING ® \_H |~ | HIGH DP KX7403 (- /19X
N/C —
TO FAN CONTACTOR AUX CONTACT N/C [ ] y
~ RUN DOWN FACILITY FAN P+ _>_ B xat [ 18]
- i DP 17 ] y
SV IP- w (o] 117X
SPARE——| FLO ov 16 v
SER [ - [oe] e 20
| SER ]
SPARE AIR T - ; SOLENOID VALVES NOT SHOWN _ SOLENDOID
T |_H ﬁmQ DAM TO BE CONNECTED SIMILARLY _ VALVES
COM ¥ B v
H oV E [ov |aav(|scN| L— =1 /31X
? L 24v W 172X
j— ov 1 |
- SCRN J-———~ L Y
sy T 4 > o AR
SCRN | SCRN L
I q\ [ ~ ov
N\ , ) \ S U —
m_ _ ! . _ _—>SER
v \ \ v/ o] ]
— 7 i o] e
—_— 19 AV
( Lo DRONE =] 2/19/X
& 2 i UNIT
2|y 32 18
[z (Y] ) \ v oV m H E N
DRONE 2
UNIT DRONE \ KX7403 = 2/17IR
10 UNITS | 16 | E< |
KX7403 ', 3 1o 10 (max> . 1, ] _ 20
c - / / SOLENDID VALVES NOT SHOWN SOLENOID
a|-]8]a]s]o] Mu_m_m_m_n_m_m_u_u_m_m_ § § ' 70 BE CONNECTED SIMILARLY _ VALVES
& CONNECT SIMILAR TO =]
mm UNIT 2 — 2731
=5 ; SET DIL SWITCHES IN / Rt
“a ACCORDANCE WITH DRAWINGS L2 | 272X
g o5 H % \ KX740320 & KX740311 \ =]
N N 1
2 3z o o MAXIMUM OF 200 VALVES y [en X
a3 / IN SEQUENCE / i
N = = _ \ \ CIRCUIT CONTROL TECHNOLOGY
< ol & 2 2 & 48 BOSTON ROAD
S E go 3 ) ) ontro)  GORSE HILL INDUSTRIAL ESTATE,
=% PR BK =3 = TigHNoLgkY  BEAJMONT LEYS, LEICESTER. LE4 1AA
L Tel: ¥44 (0) 116 2998000 Fax: +44 (0) 116 2998001|lssue Description Date
T Part No: Drwn.| LOF 04.07.12 | R . T oy X WAY
20 KX7400-G15-V3 SYSTEM WITHOUT DAMPERS[ chkd. /] / %mﬁ@%&%@ﬁﬁ&ﬂ
SOLENOID Appd. / /| ™HER WRITTEN PERMISSION. "
VALVES Title: 14 DRONES — 240/110Vac - 24Vdc CADFile: _ KX7400-G15-V3\WD0OI70A| Plot Date: 04.07.12
MICROPRO REV JET SYSTEM Dwg. No. Rev.
WIRING DIAGRAM Sheet 403<<UOO\_ NO|O\_ @|<u A
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G10-V3 Master Controller Diagram

CYLINDER LOCK MAY BE FITTED AS OPTIONAL EXTRA

FRONT VIEW WITH COVERS OMITTED
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FIXING CENTRES

ALL DIMENSIONS IN MILLIMETRES

Circuit Control Technology

CRCUIT 48 BOSTON ROAD

control  GORSE HILL INDUSTRIAL ESTATE,

(HNoLgeY BEAUMONT LEYS, LEICESTER. LE4 1AA

GENERAL ARRANGEMENT

ove. N KX74001-G10-V3 [
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G15-V3 Master Controller Diagram

CYLINDER LOCK MAY BE FITTED AS OPTIONAL EXTRA

FRONT VIEW WITH COVERS OMITTED
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GrUT Product Data Sheet

CONTROL

TEGHNOLOGY KX Series
dust filter coatrols DRONE UNIT

OVERVIEW

The KX 7400 Series Drone Unit is very much integral to the outstanding versatility of the KX series of Filter Control systems. This
unit is the latest in our series of Drones and features the same advanced micro-processor as the master controller, this allows the
unit to have many possible configurations and operate “intelligently” within the system. The Drones function is to respond to
commands sent by the Master Controller and handle the final out-putting to the valve solenoids and dampers (where used). The
Drone units are connected to the Master Controller via our specially encoded serial bus, this high speed communication system
ensures glitch free operation.

The most compelling reason for using the Drone system is installation flexibility, The Master Controller has to be installed to allow
easy and convenient user access but the Drones can be installed completely remotely and anywhere they are required. In an effort
to cater for all sizes of system, each Drone is configurable to output to 6,12,18 or 20 solenoids, so using upto the maximum of ten
drones anything from 1 to 200 valve systems are possible.
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Technical Specifications - Without Differential Pressure Control

Part Number KX7403 (1 - 20way).

24V DC from KX7400 Master Controller.

8-Way 1.5mm 16 Amp side entry insulated terminal block which
is marked: AC (power), 230, 115, Neut, Earth.

In the event of mains failure, the unit will operate to specification
as soon as the voltage level comes within the above limits.

24V DC, regulation as input.

36W continuous, 44W pulsed into solenoid valves.

1.5mm 16 Amp side entry insulated terminal block

Solid state microprocessor components mounted onto a double
sided glass fibre P.C.B. with component mask.

LED’s will flash as each output is energised in sequence.

0 to +45 deg.C.

-0 to +60 deg.C.

Not greater than BEAMA Group 2.

Standard P.C.B’s can be supplied with their surfaces coated with a layer of
Parylene C, a material that is to MOD standard 59-47/4, and MIL-1-460C.

This treatment reduces the risk of damage through moisture.

Each P.C.B will be marked with it’s own serial number together with it’s
KX part number.

A polycarbonate box with clear lid, PCB plate mounted, with pilot
solenoid valves fitted into side wall, coils inside wired to PCB.
Size: 250 x 160 x 90mm. Part number KX7403-R3-E3

Dust and weatherproof to the International
Protection Standard IP65.

Order as a KX7403 Drone Unit(s)
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Technical Specifications - With Differential Pressure Control

Part Number KX7403 (1 - 20way).

24V DC from KX7400 Master Controller.

8-Way 1.5mm 16 Amp side entry insulated terminal block which
is marked: AC (power), 230, 115, Neut, Earth.

In the event of mains failure, the unit will operate to specification
as soon as the voltage level comes within the above limits.

24V DC, regulation as input.

36W continuous, 44W pulsed into solenoid valves.

1.5mm 16 Amp side entry insulated terminal block

Solid state microprocessor components mounted onto a double
sided glass fibre P.C.B. with component mask.

LED’s will flash as each output is energised in sequence.

0 to +45 deg.C.

-10 to +60 deg.C.

Not greater than BEAMA Group 2.

Standard P.C.B’s can be supplied with their surfaces coated with a layer of
Parylene C, a material that is to MOD standard 59-47/4, and MIL-1-460C.
This treatment reduces the risk of damage through moisture.

Each P.C.B will be marked with it’s own serial number together with it’s
KX part number.

A polycarbonate box with clear lid, PCB plate mounted, with pilot
solenoid valves fitted into side wall, coils inside wired to PCB.
Size: 250 x 160 x 90mm. Part number KX7403-R3-E3

Dust and weatherproof to the International
Protection Standard IP65.

Order as a KX7403 Drone Unit(s) complete with ZX41/28
(specification and product manual for ZX41 available on request)
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Drone PCB General Arrangement

SET AS SHOWN ACCORDING TO POSITION OF BOARD IN FIRING ORDER

DIL SWITCH - SET AS SHOWN
SEE DETAILS BELOW
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Drone PCB General Arrangement c/w ZX41/28

DIL SWITCH - SET AS SHOWN- PLEASE NOTE: DRONES MUST BE

SEE DETAILS BELOW POSITIONED IN NUMBER ORDER
AS LABELLED
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Drone Reverse Jet Station
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DIP Switch Set-up Sheet

BOARD NUMBER (system chain position)

mvalv vIv
5 6 7 5 6 7
num valves alves
2 3 4 5 6 7 2 3 4 5 6 7
num valve m valve:
2 3 4 5 6 7 2 3 4 5 6 7
alve:
m valve: v
2 3 4 5 6 7 2 3 4 5 6 7

DRONE VALVE OUTPUTS (all drones should have the same number of valves)

CIRCUIT
CONTROL
TECHNOLOGY
N

dust filter coatrols
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